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Length: 41'-3"

Beam:  11’-0”

Draft (engines down): 2'-4"

Draft (engines up): 1'-11"

Weight: 9,500 lbs

Deadrise: 60° entry-24° transom

Fuel: 634 gallons

Freshwater Tank: 65 gallons

Live Bait Well: 60 gallons w/ 80 gal. option

Engine Capacity: Up to 4 Mercury 350 HP

STANDARD FEATURES
• Vinylester and Isophathalic resins
• PVC foam core
• Vacuum bagged/massive solid fiberglass stringers
    and bulkheads
• Hand-laid area specific laminate schedule
    including Kevlar and biaxial fiberglass
• Diamond pattern non-skid decks and gunwales
• Inside of all hatches finished and gel coated
• Double O-ring sealed hatches
• Flush mounted stainless steel hinges
 
ELECTRIC FEATURES
• All dash switches protected by waterproof boots
• Circuit breaker protected systems
• 3.5 GPH saltwater wash down system
• 3.5 GPM freshwater system
• (2) 1,600 GPH live-well pump
• International navigation lights
• Rigging compartment lights
• LED rope lighting in all storage compartments
• Console interior lights
• LED cockpit rope lighting
• Centroid fuel sending units          
• Lighted anchor locker & bait well
• Two-rule automatic 2,000 GPM bilge pumps with 

manual override switches with ultra safety switches
• All pumps and mechanical equipment is mounted in 

eyesight and within easy reach for easy 
maintenance

• Keikhafer trim tabs

 UNIQUE STANDARD FEATURES
• 5 stainless steel cleats
• 4 stainless steel hawse pipes
• 2 stainless steel bow chocks
• Easy bilge access
• 3/8” acrylic windshield
• Locking electronics panel
• Heavy duty rub rail
• Walk-through transom door
• Twin zinc chromatic coated 317 gallon fuel tanks
• High compression ceramic matrix transom core
• Large sink/bait prep area with fresh and saltwater
• Hydraulic steering
• Dual cylinder system with stainless steel steering 

wheel
• Integral fiberglass dive platform/engine bracket
• Walk-in console with 6’ 6” headroom, and space
   for optional head
• Oversized top loading anchor locker with built-in 

anchor holder, lighted vHard top with leg assembly, 
pass through door, 3 spreader lights, 2 LED lights

• Molded in radio box with panel and locking door 
• Pneumatic assist-on hatches

OPTIONS
Henley’s Custom Marine offers an extensive selection 
of customized rigging and equipment options to choose 
from. Please consult with your "Henley Representa-
tive" to outfit your new Bahama...Your Way!

POWER OPTION
Mercury Standard
Other Brands available
NOTE: Installed engine/s includes, DTS Standard 
system, Power Assist steering and Vessel View display 
capable of providing fuel management, tachometer and 
speedometer as well as other critical engine functions. 
The system has been designed to provide operator with 
more system information at their fingertips by way of a 
larger graphics display than typical engine gauges. 
Power trim-tilt, stainless steel props, and fuel/water 
separating filters.
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Designed and Engineered to be the Best!



Designed and Engineered to be the Best!

Oval Bait Well - 66 Gal. (250 Liters)
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Bahama 31 Open Fisherman - with an Impressive 11ft. Beam
and Professional Features that make all the difference!

TM

Length: 31'-6"

Beam:  11’-0”

Draft (engines down): 2'-4"

Draft (engines up): 1'-9"

Weight: 6,600 lbs

Deadrise: 60° entry-24° transom

Fuel: 368 gallons

Freshwater Tank: 50 gallons

Live Bait Well: 60 gallons

Engine Capacity: Twin (550 HP - 700 HP)



Rocket Launcher with Baitwell & Tackle

Electronics Rigging

Indirect Gunwhale & Storage Box Lighting

Hard Top- Overhead Radio CompartmentAnchor Windlass

Anchor
Locker

Front Storage

Fish Box

Fish Box

Seat Cooler

Center Console
Cabin Below

6’-5” Headroom

Bilge/Aft Storage

Live Well
Dry Storage

Bilge
Under Deck Access

Bait Well

Fresh/
Saltwater

Sink

Saltwater
Washdown

Freshwater
Washdown

Walk Thru
Transom

Door

Cockpit Area

Casting Platform Area

altwater
ashdown

Custom Electronics Installations

TM

Hard Top Footprint

13 ft. Length
Inside Console



18275 N. Highway A1A, Jupiter, FL 33477 • Toll Free 877-HENLEY7 • Tel. 561-744-0529 • Fax 561-746-0808
www.henleymarine.com

HENLEY’S CUSTOM
M A R I N E

HENLEY’S CUSTOM
M A R I N E

TM

Length: 41'-3"

Beam:  11’-0”
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Weight: 9,500 lbs

Deadrise: 60° entry-24° transom

Fuel: 634 gallons

Freshwater Tank: 65 gallons

Live Bait Well: 60 gallons w/ 80 gal. option

Engine Capacity: Up to 4 Mercury 350 HP

STANDARD FEATURES
• Vinylester and Isophathalic resins
• PVC foam core
• Vacuum bagged/massive solid fiberglass stringers
    and bulkheads
• Hand-laid area specific laminate schedule
    including Kevlar and biaxial fiberglass
• Diamond pattern non-skid decks and gunwales
• Inside of all hatches finished and gel coated
• Double O-ring sealed hatches
• Flush mounted stainless steel hinges
 
ELECTRIC FEATURES
• All dash switches protected by waterproof boots
• Circuit breaker protected systems
• 3.5 GPH saltwater wash down system
• 3.5 GPM freshwater system
• (2) 1,600 GPH live-well pump
• International navigation lights
• Rigging compartment lights
• LED rope lighting in all storage compartments
• Console interior lights
• LED cockpit rope lighting
• Centroid fuel sending units          
• Lighted anchor locker & bait well
• Two-rule automatic 2,000 GPM bilge pumps with 

manual override switches with ultra safety switches
• All pumps and mechanical equipment is mounted in 

eyesight and within easy reach for easy 
maintenance

• Keikhafer trim tabs

 UNIQUE STANDARD FEATURES
• 5 stainless steel cleats
• 4 stainless steel hawse pipes
• 2 stainless steel bow chocks
• Easy bilge access
• 3/8” acrylic windshield
• Locking electronics panel
• Heavy duty rub rail
• Walk-through transom door
• Twin zinc chromatic coated 317 gallon fuel tanks
• High compression ceramic matrix transom core
• Large sink/bait prep area with fresh and saltwater
• Hydraulic steering
• Dual cylinder system with stainless steel steering 

wheel
• Integral fiberglass dive platform/engine bracket
• Walk-in console with 6’ 6” headroom, and space
   for optional head
• Oversized top loading anchor locker with built-in 

anchor holder, lighted vHard top with leg assembly, 
pass through door, 3 spreader lights, 2 LED lights

• Molded in radio box with panel and locking door 
• Pneumatic assist-on hatches

OPTIONS
Henley’s Custom Marine offers an extensive selection 
of customized rigging and equipment options to choose 
from. Please consult with your "Henley Representa-
tive" to outfit your new Bahama...Your Way!

POWER OPTION
Mercury Standard
Other Brands available
NOTE: Installed engine/s includes, DTS Standard 
system, Power Assist steering and Vessel View display 
capable of providing fuel management, tachometer and 
speedometer as well as other critical engine functions. 
The system has been designed to provide operator with 
more system information at their fingertips by way of a 
larger graphics display than typical engine gauges. 
Power trim-tilt, stainless steel props, and fuel/water 
separating filters.
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