


88 Motor Yacht
Powerful aGIlItY. refIneD flexIBIlItY. 

the new 88 Motor Yacht is magnificent.  
Powerful, agile and gracefully elegant – she utilises  
the very latest hybrid deep-v hull and is ideally suited  
for efficient cruising to far reaching destinations. 

the layout of the exterior spaces offers wonderful 
flexibility. wide side decks lead from the large cockpit  
to a secluded foredeck seating area, while the flybridge, 
with its large dining table, bar and optional spa bath, 
provides the ideal space for entertaining. on the main  
deck you can specify a powered balcony, connecting the 
saloon to the outside through sliding glass doors. 

excePtIonal DesIGn. exquIsIte fInIshes. 

the expansive saloon and formal dining area are light  
and impeccably finished. the wheelhouse and highly 
equipped galley are separated from the main guest  
areas with discrete crew access, including an  
independent service access to the dining area.

Below decks, you can specify four or five en-suite cabins.  
a beautifully appointed forward vIP stateroom,  
starboard double and twin port cabin are accompanied  
by either a full beam owner’s stateroom or two further 
en-suite double cabins. the substantial crew quarters 
comprise of a captain’s double cabin, a twin cabin and  
a crew mess area. alternatively this can be arranged  
to accommodate three crew cabins if required.
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88 Motor Yacht

PrIncIPal DIMensIons 

length overall (incl. pulpit) 88ft 0in (26.82m) 

length overall (excl. pulpit)  87ft 2in (26.57m)

Beam 20ft 9in (6.3m)

Draft  5ft 10in (1.78m)

Displacement approx.  67,000kg (147,710lbs)*

fuel capacity  1,848 gal/2,219 us gal/8,400l

water capacity (incl. calorifier)  330 gal/396 us gal/1,500l

hot water calorifier  45 gal/54 us gal/205l

holding tank capacity  110 gal/132 us gal/500l

enGIne oPtIons – DIesel

twin Mtu 12v 2000 M93 (2x1822mhp) speed range: 27-28 knots†

twin caterpillar c32 a (2x1825mhp) speed range: 27-28 knots†

twin caterpillar c32 a (2x1925mhp) speed range: 29-30 knots†

lower accoMMoDatIon laYout

MaIn Deck laYout

flYBrIDGe laYout

laYouts 



*Displacements are calculated with 50% fuel and water but with no optional equipment fitted or other gear or crew aboard.

 †Maximum speeds will vary depending on cleanliness of hull, condition of sterngear, loading of craft, water and air temperatures, sea conditions and other factors. Speed estimates are therefore given in good faith but without warranty  
or liability on the part of Princess Yachts International plc.

Craft illustrated in this brochure may be fitted with certain optional equipment. Specifications may be changed at any time without notice or liability.

USA Specification
 ‡Princess yachts built for use in North America are certified by the National Marine Manufacturer’s Association (NMMA) to comply with safety recommendations set forth by the American Boat and Yacht Council (ABYC) and with standards 
established by the United States Coast Guard Office of Boating Safety. In addition, certain other specifications, which vary by model, are upgraded on Princess yachts built for use in North America. Thus, specifications and equipment will 
vary from the information listed in the brochure for North American Princess yachts (e.g. air-conditioning and an upgraded generator will be included as standard for all North American models and electric cooking facilities will be supplied in 
place of gas systems). Please consult the USA Specification Brochure for full details regarding the North American specifications for individual models.
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